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ITEM NO. PART NUMBER DESCRIPTION QTY.
1 Canopy A Part File 1

2   4X6 GUTTER 24'
3   2 x 2 x.125 Square Tube 16'-8 3/8

4   1/8" Aluminum Wall Bracket 2

5   1/8" Aluminum  Saddle Bracket 2

6   3 x 6 x 0.060 Extruded Pan 30'-4
7   6 Inch Extruded Cap 26'-6 1/2

8   0.040 Flashing 8'

9 Wall Wall (By Others) 1

10 #12 x 1" SS SCREW For Installation of Canopy Decking 46

11 1/4-20 x 1-1/2" SS 
SCREW For Canopy Framing Connections 16

12 1-3/4" (1/4" Diameter) 
TAPCON SCREW 5

13 0.5 inch x 3 inch bolt 
assembly - 2x2 O.H.S

1/2" x 3" Bolt Assembly (Hex Bolt-
Washer-Washer-Lock Washer-Nut) 4

14   1/2" x 3" SS BOLT 1

15   1/2" SS Flat Washer 2

16   1/2" SS Lock Washer 1

17   1/2" SS HEX NUT 1

18 0.5 x 6 inch Expoxy 
Anchor Assembly 1/2" x 6 SS Epoxy Anchor 8

19   1/2" SS Flat Washer 1

20   1/2" SS Lock Washer 1

21   1/2" SS HEX NUT 1

22   1/2" x 6" SS Threaded 
Epoxy Anchor SS 1

23 Scupper 1

24   SCUPPER 1

25   ALUMINUM RIVET 6

26 6 inch corner set 
assembly 4

27   6 Inch Gutter Corner 
Set 1

28     2"x2"x.125" Angle 7 1/2

29   ALUMINUM RIVET 10
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SPECIFICATIONS 
Section 107310 - Overhead Supported Canopy 2x2

1.01 General Description of Work:
A. Work in this section shall include design and fabrication of pre-engineered aluminum canopies.
B. Canopies are to be fabricated and installed according to approved shop drawings.

1.02 Design Criteria:
A. International Building Code 2015 
B. ASCE 7-10 
C. Aluminum Design Manual 2015 
D. Local governing codes and standards for site location

1.03 Materials:
A. All materials shall be extruded from aluminum unless indicated otherwise on the drawing.
B. Material sizes shall meet or exceed the design criteria on 1.02

1.04 Finishes:
A. Factory applied baked enamel to comply with AAMA 2603
B. Color selected from manufacturers standard colors

1.05 Manufacturers:
A. Mitchell Metals, LLC -www.mitchellmetals.net - 770-431-7300
B. Dittmer - www.dittdeck.com - 407-699-1755
C. See Specifications 2.1-C for conditions of equivalent systems by other manufacturers.

ALL FASTENERS TO BE 300 SERIES STAINLESS STEEL•
OR ALUMINUM
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